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Disclaimer 
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the accuracy of the information presented herein. The contents do not necessarily reflect the 
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Federal Highway Administration. This report does not constitute a standard, specification, or 

regulation. This document is disseminated under the sponsorship of the Department of 
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Executive Summary 

This report summarizes the findings of an experimental investigation into shrinkage, and the 

mitigation thereof, in alkali-activated fly ash and slag binders and concrete. The early-age 

(chemical and autogenous) and later-age (drying and carbonation) shrinkage of sodium silicate-

activated fly ash and slag binders was evaluated in accordance with relevant specifications. The 

influence of activator concentration and water content on the resulting shrinkage was 

investigated. The shrinkage behavior of alkali-activated binders and concrete was compared to 

that of ordinary portland cement. Finally, the effectiveness of several common shrinkage-

mitigation techniques on the early-age and later-age shrinkage of alkali-activated binders was 

evaluated.  

Chemical shrinkage is shown to increase with sodium oxide concentration and curing 

temperature, and decrease with silica modulus. Autogenous shrinkage followed approximately 

the same trend. Internal curing with saturated lightweight aggregate was effective at reducing 

autogenous shrinkage in both alkali-activated fly ash and slag binders. Drying and carbonation 

shrinkage tended to decrease with sodium oxide concentration and increase with silica modulus 

and solution-to-binder ratio. This is likely a result of the reduced early-age strength. Internal 

curing was effective at mitigating both drying and carbonation shrinkage. Elevated-temperature 

curing was also effective at mitigating these types of shrinkage due to the removal of most of the 

free water during the early curing process.  
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1. Introduction 

1.1 Motivation 

Portland cement concrete is by far the most widely used construction material. The production of 

portland cement involves, among other processes, firing raw materials at temperatures in excess 

of 1450°C. Commercial production of portland cement is therefore extremely energy-intensive. 

Production of one ton of portland cement requires as much as 4 GJ of energy—predominately 

from fossil fuel combustion—and results in the emission of 0.95 tons of carbon dioxide. CO2 

produced by commercial cement manufacture accounts for as much as 7% of anthropogenic 

carbon emissions [1—3]. 

Alternative binders like fly ash and slag have long been used to supplement portland cement in 

concrete, thereby reducing the embodied energy and carbon footprint of concrete production. In 

addition, these supplementary binders are known to improve various fresh and hardened 

properties of the resulting concrete. Benefits include improvements in rheology, strength, 

permeability, porosity, and durability [4—9]. In addition to these performance benefits, the use 

of fly ash and concrete represents the beneficiation of plentiful industrial byproducts which 

would ordinarily be landfilled. 

More recently, alkali-activated fly ash and slag concrete, which contain no portland cement, have 

emerged as promising sustainable alternatives to portland cement concrete. First demonstrated by 

Kuhl [10] in 1908 and again by Purdon [11] in 1940, the activation of aluminosilicates with 

metal alkalis results in the formation of strong and durable binders similar in form and function 

to portland cement.  
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The mechanical properties and durability of alkali-activated concrete has been discussed at 

length by myriad studies [12—16]. In general, the strength and durability of alkali-activated 

binders is reported to be comparable to that of portland cement. A noteworthy exception is with 

regard to the shrinkage properties; several studies have suggested that alkali-activated binders 

exhibit an increased susceptibility to shrinkage and associated cracking [17—20]. 

1.2 Shrinkage in concrete 

Shrinkage in concrete refers to the reduction in absolute volume of the fresh or hardened binder. 

This can manifest in several ways at both early and later ages. Early-age shrinkage can manifest 

before the binder has fully set. First demonstrated by LeChatelier [21], chemical shrinkage is a 

reduction in absolute volume of the hydrating binder due to the hydration reaction. The hydration 

products occupy less volume than the starting materials. Prior to setting, this results in bulk 

contraction of the binder. Following setting, this results in the formation of empty pores within 

the binder matrix. Chemical shrinkage continues to manifest as long as the binder continues to 

hydrate. Chemical shrinkage is often used as an indicator of the progression of the hydration 

reaction and the formation of the internal pore structure [22, 23]. 

Autogenous shrinkage also occurs at early ages and is due to the consumption of internal water 

by the hydration reaction [24, 25]. This may occur at the same time as chemical shrinkage; the 

difference is that chemical shrinkage occurs due to a difference in the volume of the reactants 

and the reaction products, while autogenous shrinkage occurs due to tensile stresses imparted by 

the migration of internal water. This is generally a concern when the water-to-cementitious 

material ratio (w/cm) is less than 0.42, that which results in complete hydration of portland 

cement [26]. 
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Autogenous shrinkage occurs during three phases of cement hydration. When the binder is in the 

liquid phase, chemical and autogenous shrinkage occur simultaneously. When the binder reaches 

the skeleton phase, the matrix begins to form and weakly resist the tensile stresses imparted by 

the consumption of internal water. Finally, the consumption of capillary water forms menisci and 

causes the development of capillary tensile stresses, resulting in further autogenous shrinkage. 

This is of particular concern in binder with low w/cm due to the associated pore refinement. 

Since the capillary pores are smaller and more refined in these binders, the resulting capillary 

stresses increase. With increased capillary stresses comes increased shrinkage [22—25]. 

At later ages, shrinkage in concrete may be due either to the evaporation of internal water or due 

to reactions with environmental chemicals. Drying shrinkage is the volumetric reduction of 

concrete caused by the removal of capillary water through evaporation [27—29]. Initially, free 

water settles to the surface of fresh concrete in a phenomenon known as bleeding. As the heavier 

solids settle, the free water naturally rises to the surface of the fresh concrete, where it can 

evaporate. Once this bleed water has evaporated, the drying process continues as water migrates 

from the within the internal pore structure of the binder. This water migration causes the 

formation of menisci and internal capillary stresses, resulting in volumetric shrinkage. As the 

solid structure of the hardened binder resists the shrinkage strains caused by internal capillary 

stresses, cracking and warping may occur [27—29]. 

Carbonation shrinkage is a reduction in absolute volume as a result of chemical reactions 

between the hydration products and atmospheric carbon dioxide. Carbonation is chemically 

complex and involves the transformation of calcium hydroxide (Ca(OH)2) in the hydrated binder 

matrix into calcium carbonate (CaCO3) in the presence of carbon dioxide (CO2). The reaction 

follows the general form [31]: 
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Ca(OH)2 + CO2  CaCO3 + H2O 

The carbonation process occurs in several steps: First CO2 from the atmosphere diffuses into the 

binder matrix. Then, that diffused CO2 is dissolved into the pore fluid; this dissolution is affected 

by the chemistry of the pore solution, the water-to-cementitious materials ratio (w/cm), the 

microstructure, and the specific surface area. Finally, the precipitation of CaCO3 occurs, which is 

accompanied by the production of H2O as the calcium carbonate is desorbed [30—33]. The 

carbonation reaction penetrates the surface of the concrete very slowly. This rate of penetration 

is mainly controlled by the rate of diffusion of CO2
 into the concrete, which is in turn controlled 

by the water content, the relative humidity, and the concentrating of carbon dioxide. In addition 

to volumetric shrinkage, carbonation causes several chemical and physical changes to the 

concrete or binder. Carbonation leads to densification, pore refinement, and rearrangement of the 

microstructure [30—33]. This may in turn result in crazing or cracking. 

The shrinkage properties of portland cement binders and concrete are well-understood. 

Furthermore, the effective mitigation of shrinkage in portland cement concrete using several 

techniques has been previously demonstrated. In addition to the inclusion of commercial 

shrinkage-reducing admixtures, internal curing with saturated light-weight aggregate has been 

proven effective at reducing shrinkage in portland cement concrete.  

1.3 Shrinkage in alkali-activated binders 

The shrinkage properties and the mitigation of shrinkage within portland cement binders is 

generally well-understood. However, comparatively little is known about shrinkage in alkali-

activated fly ash and slag binders. A few studies have discussed chemical shrinkage is alkali-

activated binders; those studies have discussed the difficulties of quantifying this type of 
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shrinkage in alkali-activated binders (primarily alkali-activated slag). These difficulties are 

mainly associated with the early formation of a low-permeable shell on the surface of the 

hydrating binder that prevents the migration of water [34,35]. Chemical shrinkage in alkali-

activated fly ash has been discussed by a few studies, most of which report that the chemical 

shrinkage in alkali-activated fly ash is markedly lower than in portland cement binders [18,36—

38]. Several additional studies have investigated the effect of fly ash and slag as mineral 

admixtures on the autogenous shrinkage of portland cement binder systems. Those studies have 

concluded that slag as a mineral admixture increases the autogenous shrinkage, while fly ash as a 

mineral admixture decreases autogenous shrinkage [39]. 

Several studies have investigated drying shrinkage in alkali-activated binders. The magnitude of 

drying shrinkage in alkali-activated binder systems is known to be much higher than in portland 

cement binders [17, 19, 40]. The main factors influencing the magnitude of drying shrinkage in 

alkali-activated binders are the environmental humidity, activator concentration, and pore 

structure of the binder [17,19,40]. Sodium silicate-activated binders have shown greater drying 

shrinkage than sodium hydroxide-activated binders [17]. This may be due to the increased early 

strength and stiffness of the latter. 

Carbonation in alkali-activated systems has been discussed by several authors, although solid 

conclusions have not been reached. Carbonation is known to be much more complex in alkali-

activated binders than in portland cement binders [41—44]. However, few measurements of 

actual carbonation shrinkage are available in the literature. The rate of carbonation has been 

shown to be faster in alkali-activated binders than in portland cement [41—44], and it therefore 

stands to reason that carbonation shrinkage should occur more rapidly in those binders. 
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1.4 Research significance 

Despite the myriad studies characterizing the shrinkage properties of portland cement binders, 

comparatively few investigations of the shrinkage properties of alkali-activated fly ash and slag 

binders have been performed. This study seeks to add to the understanding of how shrinkage 

occurs in alkali-activated binders, and how that shrinkage can be best mitigated. 

1.5 Objectives 

Specifically, the objectives of this study are to 

1. Quantify chemical, autogenous, drying, and carbonation shrinkage in alkali-activated 

concrete in order to identify the major contributors to shrinkage; 

2. Derive the fundamental mechanisms driving the aforementioned contributors to 

shrinkage in alkali-activated concrete; 

3. Evaluate the effectiveness of internal curing and shrinkage-reducing admixtures (SRA) in 

mitigating or reducing the major types of shrinkage in alkali-activated concrete; and 

4. Characterize workability and setting time of alkali-activated concrete and evaluate the 

effectiveness of water-reducing admixtures, super-plasticizers, air-entraining agents, and 

set-retarding admixtures in modifying the workability and setting time of alkali-activated 

concrete. 

2. Material and methods 
2.1 Materials 

Three binder materials were used in this study. Type-I ordinary portland cement meeting the 

specifications of ASTM C150 was used for control mixtures. Grade-100 ground granulated blast 

furnace slag meeting the specifications of ASTM C989 and class-C fly ash meeting the 
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specifications of ASTM C618 were used for alkali-activated binders and concrete. Slag was 

sourced from Holcim US in Chaicago, IL, and fly ash was sourced from Detroit-Edison’s Belle 

River Power Plant. The chemical oxide compositions of these three binders are presented in 

Table 1. 

Table 1. Oxide composition of raw binders 

Oxide 
Composition (% by mass) 

Portland cement Slag Fly Ash 
CaO 63.9 39.1 21.1 
SiO2 20.5 37.8 40.7 
Al2O3 5.4 7.9 21.2 
MgO 2.0 10.3 4.0 
Na2O 0.61 0.3 1.5 
Fe2O3 2.6 0.4 5.4 

 

The alkaline activator used throughout the study was an aqueous solution of sodium silicate 

(Na2O + m SiO2, where m is the silica modulus) and sodium hydroxide (NaOH). The sodium 

oxide equivalent was determined according to the stoichiometry of the dissociation of sodium 

hydroxide into sodium oxide and water, i.e.: 

Na2O + 2 H2O  2 NaOH 

Three solution parameters were varied. The sodium oxide equivalent dosage was varied between 

2% and 7% (by mass of binder). The silica modulus (mass ratio of silica to sodium oxide 

equivalent) was varied between 0.75 and 2.5. The solution-to-binder ratio, which is correlated to 

the water content, was varied between 0.40 and 0.50. These solution parameters were informed 

by the results of a previous study funded by UTRC, and are presented in [45].  

Activator solutions were prepared in advance to allow time for adequate dissolution and heat 

dissipation. Mortar and concrete mixtures were prepared according to the mixture proportions 
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given in Tables 3 and 4. Mixture proportions were specified in such a way as to keep the paste 

volume consistent between mixtures. Mixing was performed by first batching the aggregate(s) 

and raw binder, and mixing the materials until homogeneous. The activator solution was then 

added and allowed to permeate the dry mixture for several seconds. This was followed by mixing 

for several minutes. Some mixtures required additional energy imparted by hand-mixing, 

kneading, or tamping, to provide a consistent and homogeneous mixture. Cast specimens were 

consolidated on a vibrating table and carefully sealed in plastic to prevent moisture loss to the 

environment during curing. 

Table 2. Mortar mixture proportions 

 s/b Binder 
(g) 

Sand 
(g) 

Solution 
(g) 

Fly ash 
C 

0.4 684 720 274 
0.45 684 720 308 

0.5 684 720 342 

Slag 
0.4 342 427 137 

0.45 342 427 154 
0.5 342 427 171 

Portland 
cement 0.4 684 908 274 
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Table 3. Concrete mixture proportions 

 s/b Binder 
(g) 

Sand 
(g) 

Gravel 
(g) 

Solution 
(g) 

Fly ash 
C 

0.4 570 720 780 228 

Slag 0.4 570 720 780 228 
Portland 
cement 

0.4 570 908 780 228 

 

2.2 Experimental methods 

Chemical shrinkage was measured by the capillary tube method in accordance with the 

specifications of ASTM C1608. This method has been previously described in detail by [46, 47]. 

Results from this method were further validated by the gravimetric method, which makes use of 

Archimedes’ Principle, viz. the buoyant force on a submerged object is equal to the weight of the 

water displaced by that object. This process has been described in detail by [46, 48]. 

Autogenous shrinkage was measured by the linear (dilatometer) method in accordance with the 

specifications of ASTM C1698. Since autogenous and chemical shrinkage are indistinguishable 

prior to setting of the binder, the Vicat test was used to identify the setting time of the binder in 

accordance with the specifications of ASTM C191. After final set was reached, shrinkage 

measurements began. 

Drying shrinkage of standard mortar bars and concrete prisms was measured by the length 

comparator method in accordance with the specifications of ASTM C157, C490, and C596. 

Limewater-saturated specimens were exposed to conditions of 22 ± 2 ºC and 50 ± 5 %RH until 

the length equilibrated. 
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Carbonation shrinkage was also measured in accordance with the specifications of ASTM C157. 

In a similar manner as for drying shrinkage, mortar bars were stored at 22 ± 2 ºC and 50 ± 5 

%RH in a sealed chamber. The chamber was flooded with a controlled concentration of 2% food 

grade CO2. Carbonated samples were also characterized by X-ray diffraction (XRD), Fourier 

transform infrared spectroscopy (FTIR), and thermos-gravimetric analysis (TGA) to determine 

the effect of carbonation on the chemistry and microstructure of the binders. This has been well 

described by [52]. 

Setting time of mortars was evaluated by the modified Vicat penetration test, which measured 

setting time in terms of the penetration depth of a 2 mm needle in accordance with the 

specifications of ASTM C807. Workability was evaluated by the flow table method in 

accordance with the specifications of ASTM C230 and C1437. 

3. Results and discussion 
3.1 Chemical shrinkage 

The chemical shrinkage of alkali-activated fly ash and slag binder pastes was evaluated by the 

capillary method. The effect of sodium oxide concentration, silica modulus, and solution-to-

binder ratio are discussed here. Since chemical shrinkage can be taken as an indicator of reaction 

progression, correlations are drawn to the reaction kinetics of alkali-activated binders, which are 

well known [34,35]. 

3.1.1 Effect of curing temperature 

Increased curing temperatures are known to greatly increase the rate of reaction in alkali-

activated binders. As such, the chemical shrinkage would be expected to increase much more 

rapidly. The chemical shrinkage of alkali-activated fly ash and slag binders at ambient 
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temperature (25 °C) and elevated temperature (50 °C) is shown in Figure 1. In addition to class C 

fly ash and slag, Figure 1 also shows some results for class F fly ash. As expected, increased 

reaction temperature increases the magnitude of chemical shrinkage in fly ash binders. The same 

effect was not observed flor slag binders. The problem with the measurement of chemical 

shrinkage in alkali-activated slag results from the high density and low permeability of the 

products which form on the surface of hydrating slag grains. As the reaction is catalyzed by 

either increased activator concentration or increased temperature, this effect is magnified. Since 

the measurement of chemical shrinkage relies on the measurement of water permeated into the 

binder, the measurement is affected by the formation of this dense and impermeable product. 

This is the reasoning for the apparent reduction in chemical shrinkage observed in alkali-

activated slag at elevated curing temperature.  

 

Figure 1. Chemical shrinkage of sodium silicate-activated fly ash and slag binders at ambient 

(25 °C) and elevated temperature (50 °C) 
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3.1.2 Effect of sodium oxide concentration 

The chemical shrinkage of sodium silicate-activated fly ash and slag binders cured at 25 °C with 

varying sodium oxide concentration is shown in Figure 2. The silica modulus and solution-to-

binder ratio remained constant (m=1.5, s/b=0.50) to isolate the effect of sodium oxide 

concentration. The chemical shrinkage tended to increase with increased sodium oxide in alkali-

activated fly ash binders. This is due to the rapid hydration that occurs in alkali-activated binders 

with high sodium oxide dosages [34,35]. In slag binders, the chemical shrinkage increased when 

sodium oxide dosage increased from 2.5% to 5%, but did not increase any further as the sodium 

oxide dosage rose to 7%. Here, the reaction progression becomes more rapid as sodium oxide 

increases to a point, after which increased sodium oxide has no effect on chemical shrinkage or 

the rate of reaction. 

 

Figure 2. Chemical shrinkage of sodium silicate-activated fly ash (left) and slag (right) binders 

with varying sodium oxide concentration. Silica modulus and solution-to-binder ratio are 

constant (m=1.5, s/b=0.50) 
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3.1.2 Effect of silica modulus 

The chemical shrinkage of sodium silicate-activated fly ash and slag binders cured at 25 °C with 

varying silica modulus is shown in Figure 3. To isolate the effect of silica modulus, the sodium 

oxide concentration and solution-to-binder ratio were kept constant (Na2O=5%, s/b=0.40). 

Increased silica is known to retard the reaction but lead to a higher degree of hydration at later 

ages [34,35]. It should therefore be expected that binders with higher silica modulus should show 

lower chemical shrinkage at early ages, but higher chemical shrinkage at later ages. Despite 

several experimental anomalies, the results presented in Figure 3 generally agree with this 

supposition. This effect is particularly obscured in alkali-activated slag binders due to the 

aforementioned effect of the formation of dense products on the surface of hydrating slag grains. 

 

Figure 3. Chemical shrinkage of sodium silicate-activated fly ash (left) and slag (right) binders 

with varying silica modulus. Sodium oxide concentration and solution-to-binder ratio are 

constant (Na2O=5%, s/b=0.40) 
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3.1.3 Effect of solution-to-binder ratio 

The chemical shrinkage of sodium silicate-activated fly ash and slag binders cured at 25 °C with 

varying solution-to-binder ratio is shown in Figure 4. To isolate the effect of solution-to-binder 

ratio, the sodium oxide concentration and silica modulus were kept constant (Na2O=5%, m=1.5). 

Solution-to-binder ratio is essentially a measure of the free water in the system. The effect of 

increased water content on alkali-activated fly ash binders is not known for sure. However, at 

least one study has shown that changes in the solution-to-binder ratio in alkali-activated slag may 

alter the composition of silicate anions within the binder system [53]. This generally results in 

reduced heat evolution during hydration, and should therefore reduce the chemical shrinkage. 

The results presented in Figure 4 show that the water content has a fairly minimal effect on 

chemical shrinkage in both alkali-activated fly ash and slag binder systems. In slag binders, this 

is at least partly due to the same effect of dense product formation on the hydrating slag grains. 

Overall, it is very difficult to measure the effect of solution-to-binder ratio on chemical shrinkage 

because of the nature of the test method (i.e., the use of permeated water to measure the change 

in volume). 
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Figure 4. Chemical shrinkage of sodium silicate-activated fly ash (left) and slag (right) binders 

with varying solution-to-binder ratio. Sodium oxide concentration and silica modulus are 

constant (Na2O=5%, m=1.5) 

3.1.4 Summary 

Overall, it was determined that the evaluation of chemical shrinkage in alkali-activated binders 

and the use of chemical shrinkage to infer the progress and rate of the alkali-activation reaction is 

problematic using normal accepted methods. In slag, this is mainly due to the formation of dense 

impermeable reaction products which limit the flow of water into the pores of the hydrating 

binder. Since the evaluation of chemical shrinkage relies on the measurement of the water 

absorbed by the pores, this makes measuring chemical shrinkage difficult, if not impossible. It 

was possible, however, to observe general trends. For example, the chemical shrinkage generally 

increased with lower silica modulus; increased silica is known to retard the activation reaction. 

Additionally, chemical shrinkage generally increased with temperature and sodium oxide dosage. 

Both are known to accelerate the product formation in alkali-activated binders. Comparison of 
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chemical shrinkage results for alkali-activated binders with those for portland cement is not 

necessarily appropriate due to the well-established differences in hydration mechanisms. 

3.2 Autogenous shrinkage 

The autogenous shrinkage of alkali-activated fly ash and slag binders was measured by the linear 

(dilatometer) method. Specimens were cast within soft corrugated plastic tubing which could be 

sealed without restricting deformation. The effect of sodium oxide concentration, silica modulus, 

solution-to-binder ratio, and mitigation methods are discussed here. 

3.2.1 Effect of sodium oxide concentration 

Autogenous shrinkage in sodium silicate-activated fly ash and slag binders cured at 25 °C with 

varying sodium oxide concentration is shown in Figure 5. To isolate the effect of sodium oxide 

concentration, the silica modulus and solution-to-binder ratio remained constant (m=1.5, 

s/b=0.50). In fly ash binders, increased sodium oxide resulted in a pronounced increase in 

autogenous shrinkage. In contrast, the autogenous shrinkage in alkali-activated slag binders 

decreased as sodium oxide concentration increased. 

Increased sodium oxide dosage naturally results in increased abundance of soluble salts in the 

hydrating binder system. This leads to a reduction in the internal relative humidity, which is the 

main mechanism behind most autogenous shrinkage. This is likely the reason for increased 

autogenous shrinkage in alkali-activated fly ash systems with increased sodium oxide dosage. In 

addition, reduced porosity generally increases autogenous shrinkage. Increased sodium oxide 

concentration has been shown to result in pore structure refinement in alkali-activated fly ash, 

further increasing the autogenous shrinkage. The same effect on porosity has been observed for 

alkali-activated slag binders [54], but the opposite trend was observed for autogenous shrinkage 

of these systems. The mechanism here is unclear. It is unknown if this is again a result of the 
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dense product formed on the surface of hydrating slag grains, or if this is a result of some other 

phenomenon. More focused investigations may later reveal the mechanism at play. 

 

Figure 5. Autogenous shrinkage of sodium silicate-activated fly ash (left) and slag (right) 

binders with varying sodium oxide concentration. Silica modulus and solution-to-binder ratio are 

constant (m=1.5, s/b=0.40) 

3.2.2 Effect of silica modulus 

Autogenous shrinkage in sodium silicate-activated fly ash and slag binders cured at 25 °C with 

varying silica modulus is shown in Figure 6. To isolate the effect of silica modulus, the sodium 

oxide concentration and solution-to-binder ratio were kept constant (Na2O=5%, s/b=0.40). Here, 

the autogenous shrinkage increased with decreased silica modulus in both fly ash and slag 

binders. This is likely due to the retarding effect of silica on the alkali-activation reaction. With 

longer induction period and slower hydration comes coarser porosity and reduced tensile stress 

within the pore system. This manifests as reduced autogenous shrinkage as observed in Figure 6. 

This increase in porosity with increased silica modulus has been observed in the literature [54]. 
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Figure 6. Autogenous shrinkage of sodium silicate-activated fly ash (left) and slag (right) 

binders with varying silica modulus. Sodium oxide concentration and solution-to-binder ratio are 

constant (Na2O=5%, s/b=0.40) 

3.2.3 Effect of solution-to-binder ratio 

Autogenous shrinkage in sodium silicate-activated fly ash and slag binders cured at 25 °C with 

varying solution-to-binder ratio is shown in Figure 7. To isolate the effect of solution-to-binder 

ratio, the sodium oxide concentration and silica modulus were kept constant (Na2O=5%, m=1.5). 

In sodium silicate-activated fly ash binders, higher s/b resulted in increased autogenous 

shrinkage. This could be a result of the increased free water content of the activator solution; 

more water available for consumption results in more shrinkage. However, the porosity of the 

binder should increase with higher solution-to-binder ratio, thereby resulting in less autogenous 

shrinkage. It is possible that the increased water content of the activating solution results in faster 

dissolution, increased product formation, and the more rapid development of capillary stresses 

leading to volume reduction. In alkali-activated slag binders, the effect of solution-to-binder ratio 

24 
 



on autogenous shrinkage is minimal. Again, this is not surprising since water absorption is 

hindered in these binder systems. Despite the minimal effect, the expected trend of increasing 

autogenous shrinkage with lower solution-to-binder ratio is weakly observed. 

 

Figure 7. Autogenous shrinkage of sodium silicate-activated fly ash (left) and slag (right) 

binders with varying solution-to-binder ratio. Sodium oxide concentration and silica modulus are 

constant (Na2O=5%, m=1.5) 

3.2.4 Effect of shrinkage mitigation techniques 

Internal curing with saturated lightweight aggregate has been shown to reduce autogenous 

shrinkage by providing easily accessible water which can be preferentially consumed by 

hydrating binders without the development of unwanted internal stresses and shrinkage strains 

[49, 50]. Shrinkage-reducing admixtures have also proven effective at mitigating shrinkage in 

cementitious binders. The effect of these mitigation techniques on autogenous shrinkage in 

alkali-activated binders is unknown. 

Autogenous shrinkage in sodium silicate-activated fly ash binders with and without internal 

curing and shrinkage reducing admixture is shown in Figure 8. Similarly, autogenous shrinkage 
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in sodium silicate-activated slag binders with and without internal curing and shrinkage reducing 

admixture is shown in Figure 9. Internal curing was performed with 20%, 25%, and 30% 

replacement of normal fine aggregate with saturated lightweight aggregate, and the dosage of the 

shrinkage-reducing admixture used was 1%, 2%, and 3% by mass of binder. Internal curing was 

effective at greatly reducing autogenous shrinkage in both fly ash and slag binders, regardless of 

replacement percentage. The effect was far more significant in slag binders, reducing autogenous 

shrinkage by a full order of magnitude. The autogenous shrinkage was cut in half by the use of 

internal curing in fly ash binders.  

Shrinkage-reducing admixture proved entirely ineffective at mitigating autogenous shrinkage in 

fly ash binders. In slag binders, a slight reduction in autogenous shrinkage was observed with 

shrinkage-reducing admixture at the weakest dosage; increasing the admixture dosage negated 

that reduction. It has been suggested that shrinkage-reducing admixtures can retard hydration in 

alkali-activated slag [55], which provides some context for this behavior. 
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Figure 8. Autogenous shrinkage of sodium silicate-activated fly ash binders with and without 

internal curing with saturated lightweight aggregate (left) and shrinkage-reducing admixture 

(right) 

 

Figure 9. Autogenous shrinkage of sodium silicate-activated slag binders with and without 

internal curing with saturated lightweight aggregate (left) and shrinkage-reducing admixture 

(right) 

3.2.5 Summary and comparison with portland cement 

A comparison of the autogenous shrinkage in portland cement and alkali-activated fly ash and 

slag binders in presented in Figure 10. Autogenous shrinkage in sodium silicate-activated slag is 

about twice the magnitude of that in sodium silicate-activated fly ash. Further, autogenous 

shrinkage in sodium silicate activated fly ash is about an order of magnitude higher than that in 

portland cement. This is probably due to the more refined pore structure in alkali-activated 

binder systems, which normally results in the development of higher internal stresses and, 

therefore, more reduction in volume. 
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Figure 10. Autogenous shrinkage in alkali-activated fly ash and slag binder compared to 

portland cement binder 

Overall, it was observed that autogenous shrinkage in alkali-activated fly ash systems increased 

with solution-to-binder ratio and sodium oxide concentration, and decreased with silica modulus. 

Autogenous shrinkage in alkali-activated slag binders tended to decrease with silica modulus and 

was only mildly affected by sodium oxide concentration and solution-to-binder ratio. Internal 

curing was extremely effective at mitigating autogenous shrinkage in fly ash and slag binders, 

while shrinkage reducing admixtures had very limited effect in slag binders and no effect in fly 

ash. 

3.3 Drying shrinkage 

3.3.1 Drying shrinkage of alkali-activated fly ash and slag mortar 

Drying shrinkage in alkali-activated fly ash and slag mortar with varying sodium oxide 

concentration is shown in Figures 11 and 12, respectively. To isolate the effect of sodium oxide, 

the silica modulus and solution-to-binder ratio were kept constant (m=1.5, s/b=0.40). In the fly 
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ash mortar, shrinkage decreased with sodium oxide concentration. This is likely due to the weak 

early strength of the activated fly ash system when sodium oxide dosage is low, which provides 

little resistance to internal tensile stresses. In the activated slag mortar, the opposite trend was 

observed. In the slag system, the decreased porosity in binders with higher sodium oxide likely 

resulted in increased shrinkage. It must be noted here that the specimens represented in Figure 11 

were demolded only after 72 hours; the magnitude of the drying shrinkage observed in those 

specimens was therefore reduced compared to the rest of the data presented in this study. 

 

Figure 11. Drying shrinkage of sodium silicate-activated fly ash mortar with varying sodium 

oxide concentration. Silica modulus and solution-to-binder ratio are constant (m=1.5, s/b=0.40) 
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Figure 12. Drying shrinkage of sodium silicate-activated slag mortar with varying sodium oxide 

concentration. Silica modulus and solution-to-binder ratio are constant (m=1.5, s/b=0.40) 

Drying shrinkage in alkali-activated slag mortar with varying silica modulus is shown in Figure 

13. To isolate the effect of silica modulus, sodium oxide concentration and solution-to-binder 

ratio were kept constant (Na2O=5%, s/b=0.40). Here, a reduction in silica modulus resulted in a 

drastic reduction in the overall magnitude of drying shrinkage. This can also be explained by the 

porosity, as the porosity in alkali-activated slag is known to be reduced with lower silica 

modulus. 
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Figure 13. Drying shrinkage of sodium silicate-activated slag mortar with varying silica 

modulus. Sodium oxide concentration and solution-to-binder ratio are constant (Na2O=5%, 

s/b=0.40) 

Drying shrinkage in alkali-activated fly ash and slag mortar with varying solution-to-binder ratio 

is shown in Figures 14 and 15, respectively. To isolate the effect of solution-to-binder ratio, 

sodium oxide concentration and silica modulus were kept constant (Na2O=5%, m=1.5). In both 

binders, increased solution-to-binder ratio, and therefore increased free water content, resulted in 

increased shrinkage. This was the expected trend, as the same is known to occur in portland 

cement binders. 

It is important to note that the majority of the drying shrinkage in alkali-activated fly ash and 

slag binders seems to occur within the first few days of drying. In contrast, the drying shrinkage 

process in portland cement is known to be more gradual. This is discussed in further detail in the 

next sub-section. 
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Figure 14. Drying shrinkage of sodium silicate-activated fly ash mortar with varying solution-to-

binder ratio. Sodium oxide concentration and silica modulus are constant (Na2O=5%, m=1.5) 

 

 

Figure 15.  Drying shrinkage of sodium silicate-activated slag cement mortar with varying 

solution-to-binder ratio. Sodium oxide concentration and silica modulus are constant (Na2O=5%, 

m=1.5) 
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3.3.2 Drying shrinkage of alkali-activated concrete 

The drying shrinkage and weight change of prismatic alkali-activated concrete specimens 

measuring 2 x 2 x 10 inches exposed to 50 %RH was evaluated by the length comparator 

method. The resulting shrinkage in sodium silicate-activated fly ash and slag concrete was 

compared to that of a control portland cement concrete. The drying shrinkage and water loss of 

alkali-activated fly ash and alkali-activated slag concrete are presented in Figures 16 and 17, 

respectively. These specimens were demolded only after 72 hours due to the slow strength gain 

in these concretes, and so the magnitude of shrinkage reported here may be lower than that 

observed in specimens demolded after 24 hours. 

In alkali-activated fly ash concrete, the drying shrinkage tended to be indirectly related to sodium 

oxide concentration. At low dosages of sodium oxide, the drying shrinkage was very high—in 

excess of 1200 microstrain. At higher dosages, the drying shrinkage was reduced to values much 

more comparable with portland cement concrete. As expected, the magnitude of drying 

shrinkage was directly related to the water loss from the specimen. 

The opposite trend was observed in alkali-activated slag concrete; the magnitude of drying 

shrinkage tended to increase as sodium oxide dosage increased. In addition, the magnitude of 

drying shrinkage increased with increased dosage of silica in the activator. In contradiction with 

expectations, the water loss was indirectly related to the magnitude of drying shrinkage. In 

ordinary cementitious binders, the drying shrinkage is caused by tensile strains that develop as a 

result of the migration of water from internal pores; as a result, the shrinkage increases when the 

water loss increases. This trend was not observed for alkali-activated slag concrete, suggesting 

that an alternative mechanism may be in play. 
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Overall, the magnitude of drying shrinkage in alkali-activated binders was arguably similar in 

magnitude to that in portland cement binders. In the most extreme cases, the drying shrinkage of 

alkali-activated concrete was twice that of portland cement concrete, but the maximum shrinkage 

recorded was around 1200 macrostrains; this is well within the expected range for portland 

cement concrete. However, in both alkali-activated fly ash and slag, the rate of shrinkage was 

much faster. About half of the total overall shrinkage occurred during the first day, and over 90% 

occurred during the first week in alkali-activated concrete. In comparison, about half of the total 

magnitude of drying shrinkage in portland cement concrete occurs during the first 7 days. Since 

alkali-activated concrete is known to develop strength more slowly than portland cement 

concrete, the excessive early-age shrinkage could be a result of the lower early strength. Further 

investigation is necessary to evaluate this theory.  

It was observed that, despite the similarities in the magnitude of drying shrinkage between alkali-

activated and portland cement concrete, there were easily observable differences in the response 

to that same shrinkage. In alkali-activated concrete, surface cracking was abundant and prolific, 

with the formation of pronounced surface cracks after as little as a few days. Few, if any, cracks 

were observed in portland cement concrete even at later age. In all, most of the trends observed 

in the drying shrinkage of alkali-activated fly ash and slag mortars were replicated in alkali-

activated fly ash and slag concrete. 
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Figure 16. Drying shrinkage and water loss of alkali-activated fly ash and portland cement 

concrete prisms exposed to 50 %RH. 

 

Figure 17. Drying shrinkage and water loss of alkali-activated slag and portland cement concrete 

prisms exposed to 50 %RH. 
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3.3.3 Drying shrinkage mitigation 

Mitigation of drying shrinkage in alkali-activated fly ash and slag mortars was attempted through 

internal curing with saturated lightweight aggregate (at replacement dosages of 20%, 25%, and 

30% of the total aggregate weight), shrinkage-reducing admixture, and curing at elevated 

temperature (50 ºC). Drying shrinkage in alkali-activated fly ash mortar with and without 

internal curing is shown in Figure 18. Internal curing was effective at reducing the total 

magnitude of drying shrinkage by about half, but the remaining magnitude of drying shrinkage is 

still very high. Similarly, drying shrinkage in alkali-activated slag mortars with and without 

internal curing, shrinkage-reducing admixture, and elevated-temperature-curing is shown in 

Figure 19. Both shrinkage-reducing admixture and internal curing were mostly ineffective at 

reducing drying shrinkage in the alkali-activated slag system. However, curing at elevated 

temperature reduced the total magnitude of drying shrinkage by a factor of five. This is likely 

due to the early evaporation of free water prior to the setting of the mortar in the elevated-

temperature environment.  

 

Figure 18. Effect of internal curing on drying shrinkage in alkali-activated fly ash mortar 
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Figure 19. Effect of internal curing, shrinkage-reducing admixture, and elevated-temperature-
curing on drying shrinkage in alkali-activated slag mortar 

3.4 Carbonation shrinkage 

The shrinkage of standard alkali-activated fly ash and slag mortar bars measuring 1 x 1 x 10 

inches and exposed to 2% CO2 and 50 %RH was measured by the length comparator method. 

The results of these evaluations, and the effect of sodium oxide concentration, silica modulus, 

and solution-to-binder ratio are discussed in this section. 

3.4.1 Effect of sodium oxide concentration 

Carbonation shrinkage and weight change in sodium silicate-activated fly ash binders with 

varying sodium oxide concentration is shown in Figure 20. To isolate the effect of sodium oxide 

concentration, silica modulus and solution-to-binder ratio were kept constant (m=1.5, s/b=0.40). 

As with drying shrinkage, the magnitude of shrinkage and weight loss tended to decrease with 

increased sodium oxide dosage. This is likely due to the reduced early strength and increased 

porosity of the lower-Na2O systems. The magnitude of carbonation shrinkage observed in fly ash 

binders was alarming, and pronounced cracking was observed. Furthermore, the very high 
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change in mass observed in carbonated fly ash binders is indicative of some additional 

mechanism. Further investigation is necessary to explain this unexpectedly large mass deviation. 

Similarly, carbonation shrinkage in sodium silicate-activated slag binders with varying sodium 

oxide concentration is shown in Figure 21. The magnitude of carbonation shrinkage in alkali-

activated slag binders was less than that observed in alkali-activated fly ash binders, but was still 

very high. As with the fly ash binders, carbonation shrinkage in slag binders decreased with 

silica modulus, although the effect was less pronounced. The major changes in mass observed in 

alkali-activated fly ash binders were not found in alkali-activated slag. This suggests that 

whatever mechanism is responsible for the deviation in mass in fly ash binders is not present in 

slag. 

 

Figure 20. Carbonation shrinkage and mass change of sodium silicate-activated fly ash mortar 

with varying sodium oxide concentration. Silica modulus and solution-to-binder ratio are 

constant (m=1.5, s/b=0.40) 
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Figure 21. Carbonation shrinkage and mass change of sodium silicate-activated slag mortar with 

varying sodium oxide concentration. Silica modulus and solution-to-binder ratio are constant 

(m=1.5, s/b=0.40) 

3.4.2 Effect of solution-to-binder ratio 

Carbonation shrinkage in sodium silicate-activated fly ash binders with varying solution-to-

binder ratio is shown in Figure 22. To isolate the effect of solution-to-binder ratio, sodium oxide 

concentration and silica modulus remained constant (Na2O=5%, m=1.5). Increased solution-to-

binder ratio resulted in increased mass change but reduced carbonation shrinkage. Generally, 

mass change and shrinkage magnitude are well-correlated. It is unclear what mechanism results 

in this behavior, but it is likely due to the reduction in pore volume associated with the formation 

of calcium carbonate, and the effect of solution-to-binder ratio on the porosity of the binder 

system. 

Similarly, carbonation shrinkage in sodium silicate-activated slag binders with varying solution-

to-binder ratio is shown in Figure 23. Again, increased solution-to-binder ratio resulted in 

increased mass change. Despite this, the mass change was still greatly reduced from that 
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observed in alkali-activated fly ash binders. Although the mass change was noticeably affected 

by solution-to-binder ratio, the magnitude of carbonation shrinkage was not.  

 

Figure 22. Carbonation shrinkage and mass change of sodium silicate-activated fly ash mortar 

with varying solution-to-binder ratio. Sodium oxide concentration and silica modulus are 

constant (Na2O=5%, m=1.5) 

 

Figure 23. Carbonation shrinkage and mass change of sodium silicate-activated slag mortar with 

varying solution-to-binder ratio. Sodium oxide concentration and silica modulus are constant 

(Na2O=5%, m=1.5) 

40 
 



3.4.3 Effect of silica modulus 

Carbonation shrinkage in sodium silicate-activated slag binders with varying silica modulus is 

shown in Figure 24. To isolate the effect of silica modulus, the sodium oxide concentration and 

solution-to-binder ratio were kept constant (Na2O=5%, s/b=0.40). Lower silica modulus resulted 

in a drastic reduction in both mass change and magnitude of carbonation shrinkage. The 

mechanism behind this is not surely known, but this shows that silica may be an effective means 

of mitigating carbonation shrinkage in alkali-activated binders. 

 

Figure 24. Carbonation shrinkage and mass change of sodium silicate-activated slag mortar with 

varying silica modulus. Sodium oxide concentration and silica modulus are constant (Na2O=5%, 

s/b=0.40) 

3.4.4 Mitigation methods 

The effect of shrinkage mitigation techniques including internal curing with saturated 

lightweight aggregate and shrinkage-reducing admixture on carbonation shrinkage in alkali-

activated fly ash and slag binders was evaluated. Carbonation shrinkage in sodium silicate-

activated fly ash with and without internal curing is shown in Figure 25. Although the weight 
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loss was much higher with internal curing, the magnitude of carbonation shrinkage was greatly 

reduced. Since a large reservoir of water was intentionally provided by the internal curing 

method, the large mass change was expected. The water drawn from the voids in the lightweight 

aggregate does not cause shrinkage as it would if the water were drawn from the mesopores of 

the binder, and therefore the magnitude of shrinkage is reduced. 

Carbonation shrinkage in sodium silicate-activated slag binders with and without internal curing 

and shrinkage-reducing admixtures is shown in Figure 26. That figure also shown carbonation 

shrinkage in the same binder system cured at elevated temperature. Neither internal curing or 

shrinkage-reducing admixture was effective at reducing the magnitude of carbonation shrinkage, 

but curing at increased temperature greatly reduced it. 

 

Figure 25. Carbonation shrinkage and mass change of sodium silicate-activated fly ash mortar 

with and without internal curing with saturated lightweight aggregate 
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Figure 26. Carbonation shrinkage and mass change of sodium silicate-activated slag mortar with 

and without internal curing with saturated lightweight aggregate and shrinkage-reducing 

admixture 

3.4.5 Summary and comparison with portland cement 

Carbonation shrinkage was very high in alkali-activated fly ash. Carbonation shrinkage in alkali-

activated slag was higher than in portland cement, but not nearly as high as in alkali-activated fly 

ash. The shrinkage in fly ash binders did appear to reach a plateau within about 10 days, 

however, while the shrinkage in slag and portland cement binders continued to rise with time. 

This is illustrated in Figure 27. 

The carbonation shrinkage results presented in this section highlight what little information is 

known about the carbonation process in alkali-activated binders. The results are, at times, 

seemingly in disagreement. There is a total lack of understanding of the mechanisms at play, 

which makes it impossible to logically disseminate these results. This is an area which is in dire 

need of additional investigation. 
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Figure 27. Carbonation shrinkage comparison between portland cement and alkali-activated fly 

ash and slag 

3.5 Setting time and workability 

The setting time and workability of alkali-activated fly ash and slag mortars were evaluated by 

the modified Vicat test and flow table test, respectively. The setting time and workability of 

several alkali-activated fly ash mortars which have been evaluated elsewhere in this study are 

listed in Table 4. Similarly, the setting time and workability of several alkali-activated slag 

mortars which have been evaluated elsewhere in this study are listed in Table 5. 

In general, alkali-activated fly ash mixtures were highly fluid and had setting times in the range 

of 20 to 110 minutes. As silica modulus increased, the setting time decreased from 110 minutes 

when m=0.75 to 22 minutes when m=1.75. At the same time, the flow increased from 141% to 

greater than 160%. As sodium oxide concentration increased, the setting time and flow were both 
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reduced. Increased solution-to-binder ratio visibly increased the fluidity of the binders, but the 

fluidity was increased beyond the capacity of the flow table and could not be accurately 

measured quantitatively. As solution-to-binder ratio increased from 0.4 to 0.5, setting time 

increased from 17 to 35 minutes. 

The alkali-activated slag binders were noticeably less workable, although all mixtures did have 

acceptable workability for application in normal construction. The fluidity and setting time were 

more greatly influenced by solution-to-binder ratio and activator concentration in slag binders 

than in fly ash binders. Increasing sodium oxide concentration from 4% to 6% resulted in 

increased flow from 11% to 98%, and setting time reduced from 15 to 7 minutes. Increased 

solution-to-binder ratio from 0.4 to 0.5 resulted in increased workability from  88% to 124% and 

delayed setting time from 1 to 24 minutes. 

Table 4. Setting time and workability of alkali-activated fly ash mortars 

Activator 
concentration 

s/b Flow (%) Mortar setting time (minutes) 

0.75MS   5% Na2O 0.40 141±5 110 

1.25MS   5% Na2O 0.40 158±5 77 

1.75MS   5% Na2O 0.40 >  160 22 

1.5 MS   4% Na2O 0.40 >  160 30 

1.5MS    6% Na2O 0.40 123±5 13 

1.5MS   5% Na2O 0.40 151±5 17 

1.5MS   5% Na2O 0.42 >  160 23 

1.5MS   5% Na2O 0.45 >  160 30 

1.5MS   5% Na2O 0.50 >  160 35 
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Table 5. Setting time and workability of alkali-activated slag mortars 

Activator 
concentration 

s/b Flow (%) Mortar setting time (minutes) 

0.75MS   5% Na2O 0.40 86±5 22 

1.25MS   5% Na2O 0.40 115±5 9 

1.75MS   5% Na2O 0.40 43±5 6 

1.5 MS   4% Na2O 0.40 98±5 15 

1.5MS    6% Na2O 0.40 11±5 7 

1.5MS   5% Na2O 0.40 51±5 10 

1.5MS   5% Na2O 0.42 88±5 15 

1.5MS   5% Na2O 0.45 114±5 19 

1.5MS   5% Na2O 0.50 124±5 24 

4. Conclusions and recommendations 
4.1 Conclusions 

A comprehensive experimental investigation into shrinkage—and the mitigation thereof—in 

alkali-activated fly ash and slag binders was performed. Several conclusions may be drawn from 

the results of this study. These are itemized below. 

• Observation of chemical shrinkage in alkali-activated slag binders is hindered by the 

formation of a low permeable, dense shell of reaction product on the surface of slag 

grains. Since the measurement of chemical shrinkage relies partly on the quantification of 

water absorbed by the pores within the hydrating binder, the low permeability of the 

early-age reaction product limits the accuracy of the measurement. 
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• Autogenous shrinkage in alkali-activated binders is a full order of magnitude greater than 

in portland cement. This is a result of the more highly-refined pore structure in alkali-

activated binders, which results in the formation of greater internal stresses and, 

therefore, more shrinkage. 

• Drying shrinkage in alkali-activated concrete is similar in magnitude to that observed in 

portland cement concrete. Despite this, the cracking associated with drying is far more 

severe in alkali-activated binders. This may be a result of increased brittleness or reduced 

early-age strength. 

• Alkali-activated fly ash binders are especially susceptible to rapid and high-magnitude 

carbonation shrinkage. Internal curing with saturated lightweight aggregate can reduce 

the carbonation shrinkage by as much as half. Alkali-activated slag is less susceptible to 

this type of shrinkage than alkali-activated fly ash, but is still more susceptible than 

portland cement. 

• Increased silica modulus tends to retard hydration, limit shrinkage, and improve 

workability. Increased sodium oxide concentration tends to promote more advanced 

hydration, increase shrinkage, and hinder workability. Increased solution-to-binder ratio 

tends to increase shrinkage, improve workability, and delay setting time. 

• Cracking due to early- and later-age shrinkage in alkali-activated concrete is a major 

concern, although some promising methods of shrinkage mitigation have been shown to 

be effective in this study. 
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4.2 Future work 

The results of this investigation provide several avenues of opportunity for future work. 

Primarily, the investigation of the carbonation shrinkage properties of alkali-activated binders is 

far from conclusive. Recent literature agrees that the issue of carbonation in alkali-activated 

systems is highly complex, and that this phenomenon is one in need of further characterization. 

To add to the results presented here, a full physiochemical analysis of carbonated alkali-activated 

binders is necessary. This would involve X-ray diffraction (XRD), thermo-gravimetric analysis 

(TGA), and Fourier transform infrared spectroscopy (FTIR) of carbonated binder specimens, as 

well as microstructural evaluation through scanning electron microscopy (SEM). Furthermore, 

additional research into the drying shrinkage properties of alkali-activated concrete would be 

appropriate, with the intent of investigating the cause of the very-high-magnitude shrinkage at 

early ages; if the shrinkage in the first 24 hours of curing could be mitigated, the overall 

shrinkage could be drastically reduced. Finally, the effect of shrinkage mitigation methods on the 

mechanical properties and other durability properties of alkali-activated binders would inform 

the efficacy of their use in mitigating shrinkage. 

5. Publication and presentation of results 
A portion of the work presented here has been presented at the Thirteenth International 

Conference on Recent Advances in Concrete Technology and Sustainability Issues in Ottawa, 

ON in July, 2015. The presentation was entitled “Characterization of Early Age Shrinkage in 

Alkali-Activated Cement-Free Binders,” and was authored by Margueritte Ngami and Sulapha 

Peethamparan. 

  

48 
 



References 
1. Van Oss, H. "Minerals Yearbook: Cement." US Geological Survey, Washington, 

DC (2011). 

2. Mehta, P. Kumar. "Reducing the environmental impact of concrete." Concrete 

international 23.10 (2001): 61-66. 

3. Worrell, Ernst, et al. "Carbon dioxide emissions from the global cement industry 

1." Annual Review of Energy and the Environment 26.1 (2001): 303-329. 

4. Fraay, A. L. A., J. M. Bijen, and Y. M. De Haan. "The reaction of fly ash in concrete a 

critical examination." Cement and concrete research 19.2 (1989): 235-246. 

5. Malhotra, V. Mohan, and A. A. Ramezanianpour. Fly ash in concrete. Canmet, 1994. 

6. Khatri, R. P., Vute Sirivivatnanon, and Walter Gross. "Effect of different supplementary 

cementitious materials on mechanical properties of high performance concrete." Cement 

and Concrete Research 25.1 (1995): 209-220. 

7. Bijen, Jan. "Benefits of slag and fly ash." Construction and Building Materials10.5 

(1996): 309-314. 

8. Osborne, G. J. "Durability of Portland blast-furnace slag cement concrete."Cement and 

Concrete Composites 21.1 (1999): 11-21. 

9. Pal, S. C., A. Mukherjee, and S. R. Pathak. "Investigation of hydraulic activity of ground 

granulated blast furnace slag in concrete." Cement and Concrete Research 33.9 (2003): 

1481-1486. 

10. Kuhl, Hans. "Slag cement and process of making the same." U.S. Patent No. 900,939. 13 

Oct. 1908. 

11. Purdon, A. O. "The action of alkalis on blast-furnace slag." Journal of the Society of 

Chemical Industry 59.9 (1940): 191-202. 

49 
 



12. Talling, B., and J. Brandstetr. "Present state and future of alkali-activated slag 

concretes." ACI Special Publication 114 (1989). 

13. Wang, Shao-Dong, et al. "Alkali-activated slag cement and concrete: a review of 

properties and problems." Advances in Cement Research 7.27 (1995): 93-102. 

14. Palomo, A., M. W. Grutzeck, and M. T. Blanco. "Alkali-activated fly ashes: a cement for 

the future." Cement and concrete research 29.8 (1999): 1323-1329. 

15. Collins, F. G., and J. G. Sanjayan. "Workability and mechanical properties of alkali 

activated slag concrete." Cement and concrete research 29.3 (1999): 455-458. 

16. Fernandez-Jimenez, Ana M., Angel Palomo, and Cecilio Lopez-Hombrados. 

"Engineering properties of alkali-activated fly ash concrete." ACI Materials 

Journal 103.2 (2006). 

17. Collins, Frank, and J. G. Sanjayan. "Effect of pore size distribution on drying shrinking 

of alkali-activated slag concrete." Cement and Concrete Research30.9 (2000): 1401-

1406. 

18. Neto, Antonio A. Melo, Maria Alba Cincotto, and Wellington Repette. "Drying and 

autogenous shrinkage of pastes and mortars with activated slag cement."Cement and 

Concrete Research 38.4 (2008): 565-574. 

19. Atiş, Cengiz Duran, et al. "Influence of activator on the strength and drying shrinkage of 

alkali-activated slag mortar." Construction and building materials23.1 (2009): 548-555. 

20. Cartwright, Christopher, Farshad Rajabipour, and Aleksandra Radlińska. "Shrinkage 

characteristics of alkali-activated slag cements." Journal of Materials in Civil 

Engineering (2014): B4014007. 

50 
 



21. Le Chatelier, H. "Sur les changements de volume qui accompagnent le durcissement des 

ciments." Bulletin Societe de l’encouragement pour l’industrie nationale 5 (1900). 

22. Tazawa, Ei-ichi, Shingo Miyazawa, and Tetsurou Kasai. "Chemical shrinkage and 

autogenous shrinkage of hydrating cement paste." Cement and concrete research 25.2 

(1995): 288-292. 

23. Tazawa, Ei-ichi, and Shingo Miyazawa. "Experimental study on mechanism of 

autogenous shrinkage of concrete." Cement and Concrete Research 25.8 (1995): 1633-

1638. 

24. Hua, C., P. Acker, and A. Ehrlacher. "Analyses and models of the autogenous shrinkage 

of hardening cement paste: I. Modelling at macroscopic scale."Cement and Concrete 

Research 25.7 (1995): 1457-1468. 

25. Hua, C., A. Ehrlacher, and P. Acker. "Analyses and models of the autogenous shrinkage 

of hardening cement paste II. Modelling at scale of hydrating grains."Cement and 

concrete research 27.2 (1997): 245-258. 

26. Jensen, Ole Mejlhede, and Per Freiesleben Hansen. "Water-entrained cement-based 

materials: I. Principles and theoretical background." Cement and concrete research 31.4 

(2001): 647-654. 

27. Carlson, Roy W. "Drying shrinkage of concrete as affected by many factors."American 

Soc Testing & Materials Proc (1938). 

28. Sakata, Kenji. "A study on moisture diffusion in drying and drying shrinkage of 

concrete." Cement and Concrete Research 13.2 (1983): 216-224. 

29. Hansen, Will. "Drying shrinkage mechanisms in Portland cement paste."Journal of the 

American Ceramic society 70.5 (1987): 323-328. 

51 
 



30. Verbeck, G. J. "Carbonation of hydrated portland cement." Cement and Concrete (1958): 

17-36. 

31. Mehta, P. Kumar. "Concrete. Structure, properties and materials." (1986). 

32. Ho, D. W. S., and R. K. Lewis. "Carbonation of concrete and its prediction."Cement and 

Concrete Research 17.3 (1987): 489-504. 

33. Papadakis, Vagelis G., Costas G. Vayenas, and Michael N. Fardis. "Experimental 

investigation and mathematical modeling of the concrete carbonation 

problem." Chemical Engineering Science 46.5 (1991): 1333-1338. 

34. Deir, Elisabeth, Berhan S. Gebregziabiher, and Sulapha Peethamparan. "Influence of 

starting material on the early age hydration kinetics, microstructure and composition of 

binding gel in alkali activated binder systems." Cement and Concrete Composites 48 

(2014): 108-117. 

35. Gebregziabiher, Berhan S., Robert Thomas, and Sulapha Peethamparan. "Very early-age 

reaction kinetics and microstructural development in alkali-activated slag." Cement and 

Concrete Composites 55 (2015): 91-102. 

36. Thomas, Jeffrey J., Andrew J. Allen, and Hamlin M. Jennings. "Density and water 

content of nanoscale solid C–S–H formed in alkali-activated slag (AAS) paste and 

implications for chemical shrinkage." Cement and Concrete Research 42.2 (2012): 377-

383. 

37. Chen, Wei, and H. J. H. Brouwers. "The hydration of slag, part 1: reaction models for 

alkali-activated slag." Journal of Materials Science 42.2 (2007): 428-443. 

52 
 



38. Fang, Yong Hao, Ya Min Gu, and Qiu Boa Kang. "Effect of fly ash, MgO and curing 

solution on the chemical shrinkage of alkali-activated slag cement."Advanced Materials 

Research. Vol. 168. 2011. 

39. Termkhajornkit, Pipat, et al. "Effect of fly ash on autogenous shrinkage."Cement and 

Concrete Research 35.3 (2005): 473-482. 

40. Collins, Frank, and Jay G. Sanjayan. "Strength and shrinkage properties of alkali-

activated slag concrete containing porous coarse aggregate." Cement and Concrete 

Research 29.4 (1999): 607-610. 

41. Puertas, F., M. Palacios, and T. Vázquez. "Carbonation process of alkali-activated slag 

mortars." Journal of Materials Science 41.10 (2006): 3071-3082. 

42. Bakharev, Tanya, J. G. Sanjayan, and Y-B. Cheng. "Resistance of alkali-activated slag 

concrete to carbonation." Cement and Concrete Research 31.9 (2001): 1277-1283. 

43. Palacios, M., and F. Puertas. "Effect of carbonation on alkali‐activated slag 

paste." Journal of the American Ceramic Society 89.10 (2006): 3211-3221. 

44. Criado, M., A. Palomo, and Ana Fernández-Jiménez. "Alkali activation of fly ashes. Part 

1: Effect of curing conditions on the carbonation of the reaction products." Fuel 84.16 

(2005): 2048-2054. 

45. Thomas, Robert, Adam Howe, and Sulapha Peethamparan. "Alkali-Activated Cement 

Free Concrete: Development of Practical Mixtures for Construction."Transportation 

Research Board 93rd Annual Meeting. No. 14-4674. 2014. 

46. Justnes, Harald, Bert Reyniers, and Erik J. Sellevold. "An evaluation of methods for 

measuring chemical shrinkage of cementitious pastes." Nordic Concrete 

Research 14.1/94 (1994): 44-61. 

53 
 



47. Peethamparan, S., et al. "Monitoring chemical shrinkage using pressure sensors." ACI 

Special Publication 270 (2010). 

48. Li, Chun, et al. "In-situ measurement of chemical shrinkage of MY750 epoxy resin by a 

novel gravimetric method." Composites Science and Technology64.1 (2004): 55-64. 

49. Bentur, Arnon, Shin-ichi Igarashi, and Konstantin Kovler. "Prevention of autogenous 

shrinkage in high-strength concrete by internal curing using wet lightweight 

aggregates." Cement and concrete research 31.11 (2001): 1587-1591. 

50. Bentz, Dale P., Pietro Lura, and John W. Roberts. "Mixture proportioning for internal 

curing." Concrete International 27.2 (2005): 35-40. 

51. Kass, Robert E., and Adrian E. Raftery. "Bayes factors." Journal of the american 

statistical association 90.430 (1995): 773-795. 

52. Siriwardena, Dinusha Prasadani. Carbon Dioxide Sequestration Using Industrial Wastes 

and the Potential of End Products in Concrete Applications: A Thesis. Diss. Clarkson 

University, 2011. 

53. Shi, Caijun, Della Roy, and Pavel Krivenko. Alkali-activated cements and concretes. 

CRC press, 2006. 

54. Thomas, Robert J. and Sulapha Peethamparan. Modified test for chloride permeability of 

alkali-activated concrete. IN: Proceedings of the 95th Annual Meeting of the 

Transportation Research Board. 

55. Palacios, M., and F. Puertas. "Effect of shrinkage-reducing admixtures on the properties 

of alkali-activated slag mortars and pastes." Cement and concrete research 37.5 (2007): 

691-702. 

54 
 



Un
iv

er
si

ty
 T

ra
ns

po
rt

at
io

n 
Re

se
ar

ch
 C

en
te

r -
 R

eg
io

n 
2

Fu
nd

ed
 b

y t
he

 U
.S.

 D
ep

ar
tm

en
t o

f T
ra

ns
po

rt
at

io
n

Region 2 - University Transportation 
Research Center

The City College of New York
Marshak Hall, Suite 910

160 Convent Avenue
New York, NY 10031
Tel: (212) 650-8050
Fax: (212) 650-8374

Website: www.utrc2.org


	1. Introduction
	1.1 Motivation
	1.2 Shrinkage in concrete
	1.3 Shrinkage in alkali-activated binders
	1.4 Research significance
	1.5 Objectives

	2. Material and methods
	2.1 Materials
	2.2 Experimental methods

	3. Results and discussion
	3.1 Chemical shrinkage
	3.1.1 Effect of curing temperature
	3.1.2 Effect of sodium oxide concentration
	3.1.2 Effect of silica modulus
	3.1.3 Effect of solution-to-binder ratio
	3.1.4 Summary

	3.2 Autogenous shrinkage
	3.2.1 Effect of sodium oxide concentration
	3.2.2 Effect of silica modulus
	3.2.3 Effect of solution-to-binder ratio
	3.2.4 Effect of shrinkage mitigation techniques
	3.2.5 Summary and comparison with portland cement

	3.3 Drying shrinkage
	3.3.1 Drying shrinkage of alkali-activated fly ash and slag mortar
	3.3.2 Drying shrinkage of alkali-activated concrete
	3.3.3 Drying shrinkage mitigation

	3.4 Carbonation shrinkage
	3.4.1 Effect of sodium oxide concentration
	3.4.2 Effect of solution-to-binder ratio
	3.4.3 Effect of silica modulus
	3.4.4 Mitigation methods
	3.4.5 Summary and comparison with portland cement

	3.5 Setting time and workability

	4. Conclusions and recommendations
	4.1 Conclusions
	4.2 Future work

	5. Publication and presentation of results
	References



